Certificate of conformity of k :
the factory production l wa
control No. 2268-CPR-504

Notified body No. 2268

In compliance with Regulation 305/2011/EU of the European Parliament and of
the Council of 9 March 2011 (the Construction Products Regulation or CPR), this
certificate applies to the construction product:

aluminum products for load-bearing structures, buildings

and civil engineering structures
(product)

see annex
(type, parameters)

produced by the manufacturer

UAB "ABC Nordic"

Ukmerges g. 17, LT-55101 Jonava, Lithuania / Reg. No. 160449285
(name and address of the manufacturer, company code)

in the manufacturing plant

Ukmerges g. 17, LT-55101 Jonava, Lithuania

(address of the manufacturing plant)

This certificate attests that all provisions concerning the assessment and
verification of constancy of performance described in Annex ZA of the
standard

EN 15088:2005
under system 2+ are applied and that the factory production control fulfils all the
prescribed requirements set out above.

This certificate was first issued on 2025-05-15 and will remain valid as long as
the harmonised standard remains valid and the manufacturing conditions in the
plant and the factory production control itself are not modified significantly.
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Annex to the Certificate of conformity
of the factory production control
No. 2268-CPR-504

Certification scope:

Product — extruded profiles EN 755-1

Essential features Technical specification
Chemical composition EN 573-3
Mechanical properties EN 755-2
Tolerances EN 755-9

Materials: aluminum alloys EN AW-6060 T66, EN AW-6063 T66, with a circle
diameter < @ 150 mm, wall thickness up to 5 mm.

Product — extruded precision profiles EN 12020-1

Essential features Technical specification
Chemical composition EN 573-3

Mechanical properties EN 755-2

Tolerances EN 12020-2

Materials: aluminum alloys EN AW-6060 T66, EN AW-6063 T66, with a circle
diameter < @ 150 mm, wall thickness up to 5 mm.
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